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DISCO BOX SR800 is specially designed for the SILENT DISCO BOX headphones. 
s an external antenna which achieves an effective range of 50 meters. The 

ward controls are easy to use. The transmitter is equipped with a 
ctor. The transmitter can communicate on one to three channels, 

equa to the SILEN T DISCO BOX wireless headphones.

1. Connect the power adapter to the transmitter and the 230V power outlet.
2. When the power is connected the red LED indicator is illuminated. However, without an audio 

signal the transmitter will power off in 3 to 5 minutes.
3. Connect the audio source to the stereo RCA input. When there is no audio signal present the 

transmitter will power down after 3 to 5 minutes.
4. Match the channel switch to the headphones.

Quick Start.

Wire eo transmitter UHF/RF system FM modulation.
Operating distance up to 50 meters.

.
Frequencies; 

863.100Mhz, 
863.800Mhz, 
864.950Mhz

Power supplied DC 12V 150mA.
atio >75dB.

.
Distortion <1%

Specifications.

SDB SR800 Wireless transmitter

L'interruttore ON/OFF e basso/alto 
Powerswitch
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AUDIO  INPUTDC 12V

CH1L R
CH2

CH3

Select  a channel

Connect the audio source
with one of these cables

Connect the
power adapter

SDB SR800 Wireless transmitter

Specifiche
Sistema: sistema UHF/RF. Modulazione: FM. 
Canale: 10 canali. 
Distanza di funzionamento: 100 metri (LOW)/ 300 metri (HIGH)  all'aria aperta. 
Separazione del canale:> 50 dB. Distorsione: <1%. 
Risposta di frequenza: 30 - 20.000 Hz. 
Alimentazione del trasmettitore: DC 12V 1.3A.

SDB HDX-Multi
Silent Disco Box SR1000 è appositamente progettato per le cuffie Silent Disco Box HDX-
Multi. Il trasmettitore ha 10 canali preprogrammati. Con la tastiera puoi scegliere il colore o 
spegnere l'illuminazione dei padiglioni auricolari dell'HDX-Multi. Questo sistema a 10 canali 
è davvero multifunzionale.

Quick Start

1. Accendi il trasmettitore. Il display si accende e mostra un canale. Assicurati che questo 
canale corrisponda al canale sulle cuffie.
2. Collega l'input audio e riproduci musica dal tuo dispositivo. Il set Silent Discoi ora 
funziona.
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