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The SILENT DISCO BOX RS800 is specially designed for the SILENT DISCO BOX headphones. 
The transmitter has an external antenna which achieves an effective range of 50 meters. The 
basic design and straightforward controls are easy to use. The transmitter is equipped with a 
stereo input on a RCA connector. The transmitter can communicate on one to three channels, 
equal to the SILENT DISCO BOX wireless headphones.

1. Connect the power adapter to the transmitter and the 230V power outlet.
2. When the power is connected the red LED indicator is illuminated. However, without an audio 

signal the transmitter will power off in 3 to 5 minutes.
3. Connect the audio source to the stereo RCA input. When there is no audio signal present the 

transmitter will power down after 3 to 5 minutes.
4. Match the channel switch to the headphones.

Quick Start.

Wireless Stereo transmitter UHF/RF system FM modulation.
Operating distance up to 50 meters.
LED power/audio indicator.
Frequencies; 863.100Mhz, 863.800Mhz, 864.950Mhz.
Frequency response 30-20000 Hz
Power supplied DC 12V 150mA.
Signal to noise ratio >75dB.
Channel separation >50dB.
Distortion <1%

Specifications.
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1. Collegare l'adattatore di alimentazione al trasmettitore e alla presa di alimentazione a 230 V.
2. Quando la potenza è collegata, l'indicatore a LED rosso si illumina . Tuttavia, senza un 

segnale audio, il tranmitter si spegne in 3-5 minuti.
3. Collegare la fonte audio all'ingresso Stereo RCA. Quando non è presente alcun segnale 

audio, il trasmettitore si spegnera'  dopo 3-5 minuti.

4. Abbina l'interruttore del canale alle cuffie.

Specifiche:
Trasmettitore stereo wireless UHF/RF modulazione FM del sistema .
Distanza operativa fino a 50 metri. I
ndicatore di potenza/audio LED. F
requenze: 863.100MHz, 863.800MHz, 864.950MHz. 
Risposta di frequenza 30-20000 Hz. 
Energia fornita DC 12V 150Ma. 
Rapporto segnale - rumore > 75 dB. 
Separazione del canale > 50 dB. 
Distorsione <1%.

SDB SR800 Wireless transmitter
Il Silent Disco Box SR800 è appositamente progettato per le cuffie Silent Disco Box. Il 
trasmettitore ha un'antenna esterna che raggiunge una portata effettiva di 50 metri. Il design 
di base e i controlli semplici sono facili da usare. Il trasmettitore è dotato di un ingresso 
stereo su un connettore RCA. Il trasmettitore può comunicare da uno a tre canali, pari alle 
cuffie wireless Silent Disco Box.

Avvio rapido
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