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Auriculares inalámbricos SDB HD9-RGB 



Collegare il caricabatterie

Caricare per almeno 3 ore per 8 ore di utilizzo

Accendi le cuffie

Imposta il volumeSeleziona un canale
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The SILENT DISCO BOX HD9-RGB wireless headphone is specially developed for intensive use for 
silent entertainment. The structural virtue and straightforward controls are clear characteristics of a 
specified design. The headphone has three pre-programmed RF channels, which are easy recalled 
with the control switch. For each RF channel, the LED lights up in a different color in the ear pads. 
Besides the RF channel selection, the headphone is equipped with a volume control and a power 
switch. Each headphone operates on an internal battery for about 8 hours. Charging the internal 
battery only takes 3 hours. The adjustable headband makes a tight but comfortable fit, which makes 
the headphone wearable for children from eight years old and up.

SDB HD9-RGB Wireless headphone

1. Switch the power switch  on. The ear pads will illuminate blue, red or green.
2. If the ear pads do not illuminate charge the internal battery by plugging the charger next to 

the power switch. The ear pads will illuminate red. When the battery is fully charged, the ear 
pad will illuminate green.

3. Check the channel switch and make sure that the switch on the transmitter is in the same
position. The ear pads on the headphone will illuminate in different color for channel. Blue
(channel 1), Red (channel 2), Green (channel 3).

4. Adjust the volume control  to the desired level.

Quick Start.

The wireless headphone is equipped with a Phase Lock Loop (PLL) an Micro Computer (MCU) 
system, providing the ultimate frequency stability.
With the Active Noise Reduction Technology the background “hissing” noise (that sometimes occurs 
during a silent break) is virtually eliminated.
If no signal is received by the headphone, it will immediately mute at once, to save the battery.

Technical Features.

Wireless Stereo Headphone with 40mm Mylar speakers.
UHF/RF system working on FM modulation.
Three color LED indicator in ear pads of the headphone which displays the channel.
Frequencies; 863.100Mhz, 863.800Mhz, 864.950Mhz.
Independent volume control.
Frequency response 30 – 20000Hz.
Internal power supplied that will provide an 8-hour operating time.
Signal to noise ratio >75dB.
Channel separation >35dB.
THD <1%

Specifications.
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Connect the charger

Charge for at least 3 hours for 8 hours of use

Turn on the headphone

Set the volumeSelect a channel

SDB HD9-RGB Wireless headphone Auriculares inalámbricos SDB HD9-RGB 

1. Accendere l'interruttore di alimentazione. Gli auricolari si illuminano di blu, rosso o 
verde.

2. Se i padiglioni auricolari non si illuminano, caricare la batteria interna collegando il 
caricabatterie accanto all'interruttore di alimentazione. I padiglioi si illumineranno di 
rosso. Quando la batteria è completamente carica, le cuffie si illumineranno di verde.

3. Controllare l'interruttore del canale e assicurarsi che l'interruttore sul trasmettitore sia 
nella stessa posizione. I padiglioni auricolari si illumineranno di colore diverso a 
seconda del canale. Blu (Channel 1), Rosso (Channel 2) e Verde (Channel 3).

4. Regolare il volume al livello desiderato.

Le cuffie wireless Silent Disco Box HD9-RGBHD9-RGB sono appositamente sviluppate per un uso 
intensivo per l'intrattenimento silenzioso. La virtù strutturale e i controlli semplici sono chiare 
caratteristiche di un design specifico. La cuffia ha tre canali RF pre-programmati, che si possono 
facilmente selezionare con l'interruttore di controllo. Per ogni canale RF, il LED degli auricolari si 
illumina di un colore diverso . Oltre alla selezione del canale RF, la cuffia è dotata di un controllo 
del volume e un interruttore di alimentazione. Ogni cuffia opera su una batteria interna per circa 8 
ore. La ricarica della batteria interna richiede solo 3 ore. La fascia regolabile dona una vestibilità 
stretta ma confortevole, il che rende la cuffia indossabile da bambini di otto anni in su.

Avvio rapido

Caratteristiche tecniche
La cuffia wireless è dotata di un Phase Lock Loop (PLL), un Micro Computer (MCU) system, 
fornendo unastabilità di frequenza definitiva. Con la tecnologia di Active Noise Reduction il  
rumore di "sibilo" di fondo (che a volte si verifica durante una pausa silenziosa) viene 
praticamente eliminato. Se non viene ricevuto alcun segnale dalla cuffia, questa si disattiva 
immediatamente, per salvare la batteria.

Specifiche
Cuffie stereo wireless con altoparlanti Mylar da 40 mm. 
Sistema UHF/RF che funziona con modulazione FM. 
Display a LED a tre colori negli auricolari delle cuffie, che mostra il canale selezionato. 
Frequenze; 863.100 MHz, 863.800 MHz, 864.950 MHz.
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